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JohnDeere 4045T Turbocharged
95 SAEnet hp (71 kW) / 100 SAEgross hp (75 kW)
4

276 cu. in. (4.524 L)
1.6 to 2.6 gaL/hI. (6.0 to 9.8 Llh)
25 percent
268 lb.-ft. (363 Nm)
pressure system with full-flow filter and cooler
dual stage dry type with safety element and precleaner
12 volt with 95-amp alternator

ENGINE ~illIl'
Type John Deere 4045T Turbocharged
Ratedpower@2.200rpm 85SAEnet hp (63.5kW)/90 SAEgrosshp (67kW)
Cylinders 4
Displacement 276 cu. in. (4.524 L)
Fuel consumption, typical 1.0 to 2.0 gal./hI. (3.8 to 7.6 Llh)
Torque rise 25 percent
Maximum net torque 254 lb.-ft. (344 Nm)
Lubrication pressure system with full-flow spin-on filter and cooler
Air cleaner dual stage dry type with safety element and precleaner
Electrical system 12 volt with 95-amp alternator
Sucker-type cooling fan

four-speed, helical cut gear, collar shift transmission synchronized in all gears with hydraulic reverserTRANSMISSION

Torque converter, single stage, dual phase
with 2.23:1 stall ratio 11 in. (280 mm) 11 in. (280 mm)

Travel speeds with 19.5L-24 rear tires with 21L-24 rear tires
Forward Reverse Forward

Gear1 3.4mph (5.5km/h) 3.9mph (6.3km/h) 3.4mph (5.5km/h)
Gear 2 5.9 mph (9.5 km/h) 6.8 mph (10.9 km/h) 5.9 mph (9.5 km/h)
Gear3 12.6mph (20.3km/h) 14.5mph (23.3kill/h) 12.6mph (20.3km/h)
Gear4 19.7mph (32.7km/h) 22.6mph (36.4km/h) 19.7mph (32.7kill/h)

FINALDRIVES heavy-duty, inboard planetary final drivesevenlydistribute shock loads over three gears
BRAKES hydraulic wet disk, mounted inboard, pressure cooled and lubricated, self adjusting and self equalizing
CAPACITIES

Fuel tank (with ground level fueling) 34 gal. (129 L) 34 gal. (129 L)
Engine coolant 17 qt. (16 L) 17 qt. (16 L)
Engine oil including filter 9 qt. (8.5 L) 9 qt. (8.5 L)
Torque converter and reverser system 14 qt. (13 L) 14 qt. (13 L)
Hydraulic system 21 gal. (79 L) 21 gal. (79 L)
Transaxle with MFWO 5.5 gal. (21 L) 5.5 gal. (21 L)

STEERING hydrostatic power steering conforms to SAEJ1151, emergency steering to SAEJ53

Non-powered axle
Curb turning radius with brakes 11ft. 8 in. (3.55 m)

Without brakes 13 ft. 3 in. (4.04 m)
Bucketclearancecirclewith brakes 31 ft. 8 in. (9.64m)

Without brakes 34 ft. 9 in. (10.60 m)
Steering wheel turns, stop to stop 2.2 to 2.9

Mechanical-front-wheel drive

Curb turning radius with brakes 11 ft. 5 in. (3.49 m)
Without brakes 13 ft. 6 in. (4.11 m)

Bucket clearance circle with brakes 29 ft. 7 in. (9.02 m)
Without brakes 33 ft. 8 in. (10.26 m)

Steering wheel turns, stop to stop 2.5
Axle oscillation, stop to stop, both axles 22 degrees

Axle ratings Static
Front , 56,000 lb.

(25 300 kg)
Rear 51,000 lb.

(23 100 kg)

Dynamic
56,000 lb.
(25 300 kg)
68,000 lb.
(30 800 kg)

SAE143
19,600 lb.
(8800 kg)
15,960 lb.
(7200 kg)

Reverse

3.9 mph (6.3 km/h)
6.8 mph (10.9 km/h)
14.5 mph (23.3 km/h)
22.6 mph (36.4 km/h)

11ft. 8 in. (3.55 m)
13 ft. 3 in. (4.04 m)
31 ft. 8 in. (9.64m)
34 ft. 9 in. (10.60 m)
2.2 to 2.9

11 ft. 5 in. (3.49 m)
13 ft. 6 in. (4.11 m)
29 ft. 7 in. (9.02 m)
33 ft. 8 in. (10.26 m)
2.5

22 degrees
Static
56,000 lb.
(25 300 kg)
51,000 lb.
(23 100 kg)

Dynamic
56,000 lb.
(25 300 kg)
68,000 lb.
(30 800 kg)

SAE 143
21,100 lb.
(9500 kg)
16,800 lb.

(7600 kg)

HYDRAULICSYSTEM__-
System closedcenter
Pressure, main relief 2,755 psi (19 000 kPa)
Pump radial pistons
Flow @2,200 rpm 35 gpm (133 Llmin.)
Filter, return oil ,.." 10-micron, spin-on vertical replaceable element

closed center

2,755 psi (19 000 kPa)
radial pistons
35 gpm (133 L/min.)
lO-micron, spin-on vertical replaceable element

CYLINDERS
Bore

Loader boom (2) 3.54 in. (90 mm)
Loader bucket (1) 3.54 in. (90 mm)
Backhoe boom (1) 4.53 in. (115 mm)
Backhoe crowd (1) 3.94 in. (100 mm)
Backhoe bucket (1) 3.54 in. (90 mm)
Backhoe swing (2) 3.94 in. (100 mm)
Backhoe extendable dipper (1) 3.15 in. (80 mm)
Backhoe stabilizer (2) 3.94 in. (100 mm)
Steering (1) non-powered axie 1.97 in. (50 mm)
Steering (1) MFWO 2.36 in. (60 mm)

4100 heavy-lift option
Backhoe boom 5.00 in. (127 mm)
Backhoe crowd (1) 4.53 in. (115 mm)

Backhoe extendable dipper (1) 3.15 in. (80 mm)

I

Stroke Rod Bore Stroke Rod

29.84in. (758mm) 1.77in. (45mm) 3.54in. (90mm) 29.84 in. (758mm) 1.77in. (45mm)
28.19in. (718mm) 1.77in. (45mm) 94jn. (100mm) 28.19 in. (718mm) 1.97in. (50mm)
38.54in. (979mm) 2.48in. (63mm) 5.00in. (127mm) 42.72in. (1085mm) 2.50 in. (64mm)
32.24in. (819mm) 2.20in. (56mm) 4$.11. (115mm) 34.57in. (878mm) 2.48.in. (63mm)
31.00 in. (788mm) 1.97in. (50mm) 3.54in. (90mm) 31.00in. (788mm) 1.97in. (50mm)
9.49 in. (241mm) 1.97in. (50mm) 3.94in. (100mm) 9.49 in. (241mm) 1.97in. (50mm)
48.00 in. (1200mm) 1.77in. (45mm) 3.15in. (80mm) 59.21 in. (1504mm) 1.77in. (45mm)
19.96in. (507mm) 1.97in. (50mm) 3.94in. (100mm) 19.96in. (507mm) 1.97in. (50mm)
9.49 in. (241mm) 0.98in. (25mm) 1.97in. (50 mm) 9.50 in. (241mm) 0.98 in. (25mm)
7.90 in. (202mm) 0.98in. (25mm) 2.36in. (60mm) 7.90in. (202mm) 0.98 in. (25mm)

42.72 in. (1085mm) 2.50in. (64mm)
34.57in. (878mm) 2.48in. (63mm)
59.21 in. (1504mm) 1.77in. (45mm)




